
State of Charge 

DISCHARGE CAPACITY at VARIOUS TEMPERATURES 
DISCHARGE @0.5 C, 25
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: Şerifali Mah. Adil Sokak No:38 Ümraniye/İstanbul 

: www.hdapower.com : 537 265 36 04 

: info@hdapower.com 

1.General Specification 

Model : HDA 51.2V 100Ah 
Type: Lithium-Ion (LFP) 
Nominal Capacity: 100Ah @ 0.5C 
Minumum Capacity: 100Ah @ 1C 
Nominal Voltage: 51.2V 

2.Electrical Characteristic

Charging Voltage: 58.4± 0.05V 
Discharge Ending Voltage: 32V 
Standart Charging Curret: 0.5C 
Standart Discharge Current: 1C 
Max. Charge Current: 1C 
Max. Discharge Current: 2C (3S) 
Internal Resistance: ≤ 30 mΩ (AC Impedance 1000 Hz) 

3.Cycle Life

• 4000 Cycle @%80DOD

4. Temperature Range

• Charge: 0~45°C
• Discharge: -20~60°C
• Max. Short Term Charge Temp: 60°C
• Max Short Term Discharge Temp: 80°C

5. Physical Characteristics

• Diameter: 482 x 525 x 134 mm
• Weight: 45 ± 1.5kg
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30% 

50% 

80% 

100% 

50 C 
40 C 
30 C 
20 C 
10 C 
0 C 
-10 C 

R
em

ai
ni

ng
 C

ap
ac

ity
 (%

) 

St
at

e 
of

 C
ha

rg
e 

http://www.hdapower.com/
mailto:info@hdapower.com
mailto:DISCHARGE@0.5C


:Şerifali Mah. Adil Sokak No:38 Ümraniye/İstanbul 
:www.hdapower.com 
:info@hdapower.com 

:537 265 36 04 

6.Compatible Inverter Brands
CHARGING CHARACTERISTICS @0.5C, 25 C
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