CR |

BASKA YOK




18650 |

LITHIUM-ION CYLINDRICAL CELL

PRODUCT TYPE Cylindrical Lithium-lon Rechargable Cell
MODEL NO 18650 - HNR1865N20CP
NOMINAL VOLTAGE 37V

NOMINAL CAPACITY 2.000 mAh

DISCHARGE CURRENT 05C

MAX. CONTINUOUS DISCHARGE CURRENT 10 C - 20A

CHARGE CURRENT 05C

MAX. CONTINUOUS CHARGE CURRENT 1C-2A

CHARGE CUT-OFF VOLTAGE 420V

DISCHARGE CUT-OFF VOLTAGE 275V

CYCLE LIFE =300 (25 °C @0.5C/0.5C)
INTERNAL RESISTANCE <20mQ (AC 1kHz)
STORAGE TEMPERATURE -20 °C ~ 25 °C (12 Months )

DIMENSION - Diameter (®) x Height (H)

18.45 + 0.15mm x 65.05mm * 0.15mm

WEIGHT

454 £1.0g

PRODUCT TYPE Cylindrical Lithium-lon Rechargable Cell
MODEL NO 18650 - HNR1865N25CP
NOMINAL VOLTAGE 36V

NOMINAL CAPACITY 2.500 mAh

DISCHARGE CURRENT 0.2 C (500mA)

MAX. CONTINUOUS DISCHARGE CURRENT 12 C - 30A

CHARGE CURRENT 0.5 C (1250mA)

MAX. CONTINUOUS CHARGE CURRENT 1.5C

CHARGE CUT-OFF VOLTAGE 420V

DISCHARGE CUT-OFF VOLTAGE 250V

CYCLE LIFE 2250 (25°C @4 A /20 A)
INTERNAL RESISTANCE <18mQ (AC 1kHz)
STORAGE TEMPERATURE 20 °C ~ 25 °C (12 Months )

DIMENSION - Diameter (P) x Height (H)

18.45 + 0.15mm x 65.05mm * 0.15mm

WEIGHT

454 +1.0g

PRODUCT TYPE Cylindrical Lithium-lon Rechargable Cell
MODEL NO 18650 - HCR1865L26CE
NOMINAL VOLTAGE 36V

NOMINAL CAPACITY 2.600 mAh

DISCHARGE CURRENT 0.2 C (500mA)

MAX. CONTINUOUS DISCHARGE CURRENT 3 C (7500mA)

CHARGE CURRENT 0.5 C (1250mA)

MAX. CONTINUOUS CHARGE CURRENT 1C (2500mA)

CHARGE CUT-OFF VOLTAGE 420V

DISCHARGE CUT-OFF VOLTAGE 275V

CYCLE LIFE >1000 (25°C @0.5C/1C)
INTERNAL RESISTANCE <30mQ ( AC 1kHz)
STORAGE TEMPERATURE -20 °C ~ 25 °C (12 Months )

DIMENSION - Diameter (D) x Height (H)

18.45 + 0.15mm x 65.05mm * 0.15mm

WEIGHT

46.0 + 159

PRODUCT TYPE Cylindrical Lithium-lon Rechargable Cell
MODEL NO 18650 - INR18650/33V
NOMINAL VOLTAGE 36V

NOMINAL CAPACITY 3.200 mAh

DISCHARGE CURRENT 620mA

MAX. CONTINUOUS DISCHARGE CURRENT 3 C (10000mA)

CHARGE CURRENT 0.5 C (1550mA)

MAX. CONTINUOUS CHARGE CURRENT 1C

CHARGE CUT-OFF VOLTAGE 420V

DISCHARGE CUT-OFF VOLTAGE 250V

CYCLE LIFE >1000 (25°C@0.5C/1C)
INTERNAL RESISTANCE <30mQ ( AC 1kHz)
STORAGE TEMPERATURE 0°C~25°C (12 Months)

DIMENSION - Diameter (®) x Height (H)

18.35 £ 0.10mm x 65.00mm * 0.15mm

WEIGHT

46.0 * 29
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PRISMATIC LFP CELL

PRODUCT TYPE Prismatic LFP Rechargable Cell
MODEL NO LF50F-M4 TERMINAL
NOMINAL VOLTAGE 32V

NOMINAL CAPACITY 50 Ah
DISCHARGE CURRENT 05C

MAX. CONTINUOUS DISCHARGE CURRENT 1C

CHARGE CURRENT 05C

MAX. CONTINUOUS CHARGE CURRENT 1C

CHARGE CUT-OFF VOLTAGE 365V
DISCHARGE CUT-OFF VOLTAGE 250V

CYCLE LIFE >1500 (25 °C @0.5C/0.5C)
INTERNAL RESISTANCE <2.0mQ (AC1kHz)
STORAGE TEMPERATURE 0°C ~35°C (12 Months)
DIMENSION (WxDxH) 148.3+0.5mm x 26.7+1.0mm x 129.8+0.5mm
WEIGHT 10509+100g
PRODUCT TYPE Prismatic LFP Rechargable Cell
MODEL NO LF105-M4 TERMINAL
NOMINAL VOLTAGE KAV

NOMINAL CAPACITY 105 Ah
DISCHARGE CURRENT 0.5C (525 A)

MAX. CONTINUOUS DISCHARGE CURRENT 1C

CHARGE CURRENT 05C

MAX. CONTINUOUS CHARGE CURRENT 1C

CHARGE CUT-OFF VOLTAGE 365V

DISCHARGE CUT-OFF VOLTAGE 250V

CYCLE LIFE 4000 (25°C+2°C@0.5C/0.5C)
INTERNAL RESISTANCE <0,32mQ (AC 1kHz)
STORAGE TEMPERATURE 0°C ~ 35°C (3 Months)
DIMENSION (WxDxH) 130.3£0.5mm x 36.35:0.5mm x 200.5:0.5mm
WEIGHT 1980g+60g

PRODUCT TYPE Prismatic LFP Rechargable Cell
MODEL NO LF280K-SCREW TYPE
NOMINAL VOLTAGE 32V

NOMINAL CAPACITY 280 Ah

DISCHARGE CURRENT 05C

MAX. CONTINUOUS DISCHARGE CURRENT 1C

CHARGE CURRENT 05C

MAX. CONTINUOUS CHARGE CURRENT 1C

CHARGE CUT-OFF VOLTAGE 365V

DISCHARGE CUT-OFF VOLTAGE 250V

CYCLE LIFE >6000 (25°C+2°C@0.5C/0.5C)
INTERNAL RESISTANCE <0.25 mQ (AC1kHz)
STORAGE TEMPERATURE 0 °C ~ 35°C (12 Months))
DIMENSION (WxDxH) 173.7+0.5mm x 72.0 +1.0mm x 207.5 +0.5mm
WEIGHT 5420g+300g
PRODUCT TYPE Prismatic LFP Rechargable Cell
MODEL NO LF304

NOMINAL VOLTAGE KAY,

NOMINAL CAPACITY 304 Ah

DISCHARGE CURRENT 05C

MAX. CONTINUOUS DISCHARGE CURRENT 2C

CHARGE CURRENT 05C

MAX. CONTINUOUS CHARGE CURRENT 1C

CHARGE CUT-OFF VOLTAGE 365V

DISCHARGE CUT-OFF VOLTAGE 250V

CYCLE LIFE 4000 (25°C+2°C@0.5C/0.5Cc)
INTERNAL RESISTANCE <1emQ (AC 1kHz)

STORAGE TEMPERATURE 0°C ~35°C (12 Months)
DIMENSION (WxDxH) 173.7+0.5mm x 72.0 ¥1.0mm x 207.5 +0.5mm
WEIGHT 5450g+164g
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32700 | LiFePO4 CYLINDRICAL CELL

PRODUCT TYPE Cylindrical LiFePO4 Rechargable Cell
MODEL NO 32700 - HRF3270XL60SE
NOMINAL VOLTAGE 32V
- NOMINAL CAPACITY 6.000 mAh
| DISCHARGE CURRENT 1C
MAX. CONTINUOUS DISCHARGE CURRENT 3C
CHARGE CURRENT 0.2C
MAX. CONTINUOUS CHARGE CURRENT 1C
CHARGE CUT-OFF VOLTAGE 365V
DISCHARGE CUT-OFF VOLTAGE 2,00V

CYCLE LIFE 2000 (25°C @0.5C/1C)
INTERNAL RESISTANCE <13mQ (AC 1kHz)
STORAGE TEMPERATURE 0°C ~35°C (12 Months)
DIMENSION - Diameter (®) x Height (H) 32.40 £ 0.5mm x 70.10mm * 0.5mm
WEIGHT <145¢g
LITHIUM BATTERY PACKS
PRODUCT TYPE LFP Lithium Battery Pack
MODEL NO LFP12.8-100
NOMINAL VOLTAGE 12.8V
NOMINAL CAPACITY 100 Ah
i ENERGY 1.280 Wh
E 5 e CYCLE LIFE >4000cycles @0.2C,80% DOD
- DIMENSION (WxDxH) 305 mm x 168 mm x 212 mm
WEIGHT 10.5009g
PRODUCT TYPE LFP Lithium Battery Pack
MODEL NO LFP12.8-200
~ NOMINAL VOLTAGE 128V
il NOMINAL CAPACITY 200 Ah
__0 ENERGY 2.560 Wh
- — : CYCLE LIFE >4000cycles @0.2C,80% DOD
e i | DIMENSION (WxDxH) 522 mm x 228 mm x 250 mm
WEICHT 21.500¢g
PRODUCT TYPE LFP Lithium Battery Pack
MODEL NO LFP25.6-100
NOMINAL VOLTAGE 25.6V
NOMINAL CAPACITY 100 Ah
i ENERGY 2.560 Wh
i CYCLE LIFE >4000cycles @0.2C,80% DOD
V DIMENSION (WxDxH) 522 mm x 228 mm x 250 mm
WEICHT 21.500¢g
PRODUCT TYPE LFP Lithium Battery Pack
MODEL NO LFP25.6-200
NOMINAL VOLTAGE 256V
NOMINAL CAPACITY 200 Ah
I ENERGY 5120 Wh
L : o 1 CYCLE LIFE >4000cycles @0.2C,80% DOD
e, = / DIMENSION (WxDxH) 522 mm x 285 mm x 250 mm
WEICGHT 36.000g

2010 yiindan beri Lityum Pil agirlikli Grin grubu ile I”Dn L_INL_MT\

sektdr bilegenlerinin 6nde gelen tedarikgisi olarak
faaliyet gdéstermekte olan firmamiz HDA ENERJI,

baslangi¢ olarak ithalatini yaptigi Primer Pil grubu HDA GRUP ENERJiI TEKNOLOJi SAN. VE TiC. LTD. STi.

yaninda portféytiinde yer alan Sarj Edilebilir Pil

BiZDEN BASKA YOK

grubunda Silindirik NMC, Silindirik LiFePO4 ve Prizmatik Serifali Mahallesi Adil Sk. No:36

LFP Grin modelleri ile birlikte Lityum AkU Grdnlerinin
tedarigini de saglamaktadir. Surdurdlebilir tedarik
yénetim sistemi, yakin musteri iligkileri ve profesyonel
ekibi ile HDA ENERJI, sektériin en guvenilir Endustriyel
Lityum Pil Tedarik¢isi konumundadir.
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